Knudsen Kilen A/S

K-Blocks
K-Blocks

Heavy Duty Blocking Up...

- Fast and easy handling
- Not affected by damp, dry, rot or mould
- Inexpensive and timesaving to use
- Produces no toxic fumes in fires
- Produced in accordance with ISO 9001 : 2000

K-Blocks for fast and precise blocking up of heavy subjects.

K-Blocks can be clicked together to form a block of the desired thickness.

The block is easy to position.

With a load capacity of 5000 kg K-Blocks are suitable for the blocking up of heavy subjects e.g. concrete elements.

<table>
<thead>
<tr>
<th>H</th>
<th>W</th>
<th>L</th>
<th>Pcs. / Box / Pallet</th>
<th>Item No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>mm</td>
<td>mm</td>
<td>mm</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>50</td>
<td>80</td>
<td>300</td>
<td>96</td>
</tr>
<tr>
<td>5</td>
<td>50</td>
<td>80</td>
<td>300</td>
<td>72</td>
</tr>
<tr>
<td>10</td>
<td>50</td>
<td>80</td>
<td>300</td>
<td>48</td>
</tr>
<tr>
<td>20</td>
<td>50</td>
<td>80</td>
<td>300</td>
<td>32</td>
</tr>
</tbody>
</table>

70 pcs. 2 mm / 70 pcs. 5 mm
60 pcs. 10 mm / 20 pcs. 20 mm
56 Boxes / Pallet

Authorized Dealer

Knudsen
Kilen A/S

Industrivej 21 • DK-3300 Frederiksværk
Tel.: + 45 4776 0101 • Fax: + 45 4777 0155
info@knudsenkilen.dk • www.knudsenkilen.dk